HD FIXED LED DISPLAY
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PRODUCT DESGRIPTION

This is a stable quality and high performance LILD screen for outdoor fixed use from TECNOVISION
photoelectricity; with multiple waterproof designs, safe and reliable application; cabinet average

power consumption is only 50% of conventional products, operating costs reduced .

Cahinet pannel size

Module size 320% 160 320160 320 160 320% 160
Pixel pittch 5 6.67 8 10

(mm)

M e :

Ressolution 64x32 48x24 40x20 32x16

(Wa i)
Salbinos pse 960 %960 100 960x960x 100 960 960 x 100 960%960x 100
——+100mm—+4———— 960mm | | 960mm — 4

960mm §




EXCELLENT PERFORMANGE

With the Superior Contrast(Delivers superior contrast with deep black levels for stunning image quality),High

Refresh Rates(All our screens look flicker free to the eye and on camera).

[P65 front Water proof

[igh protection grade of 1P65 guarantees,
Durability, Reliability, Anti-ultraviolet and
Steady.

a Dual channel heat dissipation

Low power consumption and fast heat dissipation/
energy saving and environment protection.

<°> Super wide angle
' Wide Viewing Angle can achieve to Vertical

viewing 150° | Horizontal viewing 120.

" Picture stunning
HD

Highly accurate color consistency High-Contrast
& High definition.




DELIGATE STRUGTURE

Easy installation---installed by quick lock for 20s only; High precision---seamless splicing though CNC

machining; Easy maintenance.

-

waterproof cover wa r.erproof[_plug ion Pin Hinge ~toek

APPLICATION

TECNOVISION photoelectricity has been leading the development of led industry in the process of continuous

innovation with it’s unique technical advantage and strong production capacity, products favored by the market,

widely used in many fields, set up countless classic case.




Technical specifications

Parameter name

Pixel Configuration
Pixel Pireh (mm}
Module Dopensions (LxWy Comn )
Fiiel matrix per module
Cabiner Dimensions (LSWsHY Cmim?
Cabinet materiud{omin)

Cabimet weight (kg)

AC Input Voltage (V)
AC Input Frequency (Hz)
AL e Fower Mavarmom Vehas (V
AC Tt Finwer Tpicial Yahae (W
Storage Temperature (T
Operating Temperature (T
Storage Humidity CRH 2
Operating Humidity (RH)

1P rating (Front/Rear)

Lafetimme Typical Value (hrs)

Cabinet mstallation t

Meoarmurs murnber of panel for Lifting

P5

SMD2727
5
320160
64x32
960x960% 100
iron steel/Magnesium alloy
45
16
65536
1920
/8
50/60
CATS5 cable: <100 m;
=>6000
6500
4000: 1
140
120
100~240
50/60
830
210
- 40~ + 60
- 20~ + 50
10% ~90%
10% ~90%
IPG5/TP43
100000
Fixed
i)

P6.67

SMD2727
6.67
320% 160
48%24
960 %960 100
iron steel/Magnesium alloy
45
16
65536
1920
18
50/60
CATS cable: <2100 m;
>5500
6500
4000: 1
140
120
100~240
50/60
730
210
- 40~ + 60
- 20~ + 50
10% ~90%
10% ~90%
IPG5/1P43
100000
Fixed
/

P8

SMD3535
8
320160
4020
960960 100
iron steel/Magnesium alloy
45
16
65536
1920
1/4
50/60
CATS cable: <<100 m;
>5500
6500
4000: 1
140
120
100~240
50/60
730
210
- 40~ +60
- 20— +50
10% ~90 %
10%~90%
IPG5/TP43
100000
Fixed

4

P10

SMD3535
10

320x 160

32x16

960 %9860 <100

iron steel/Magnesium alloy

45
16
65536
1920
1/2
50760
CA'TS cable: <<100 m;
=>6000
6500
4000: 1
140
120
100~240
50/60
730
210
- 40~ + 60
- 20~ + 50
10% ~90%
10% ~90%
IPG5/TP43
100000
Fixed
/

ete contact us for more details)



Tecnovision Digital

Web: www.tecnovisiondigital.com
US Phone:+1 (619)575-3600  Mex Phone:+52(664)973-2200 E-mail: info@tecnovisiondigital.com
Address:Rampa Xicoténcatl Leyva Aleman No.12. Col. Cuauhtémoc, Tijuana B.C. , Mexico




